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SKU Description
7899-823-109 Jabra Evolve 80 MS, Stereo, USB-A 
7899-829-209 Jabra Evolve 80 UC, Stereo, USB-A
7899-823-189 Jabra Evolve 80 MS, Stereo, USB-C
7899-829-289 Jabra Evolve 80 UC, Stereo, USB-C
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Specification

Audio Microphone type Electret Condenser (ECM) Uni-Directional Microphone
Microphone sensitivity Frequency 1kHz Input 0 dB Pa Min: -35 dB V/Pa, Max: -31 dB V/Pa

 Speaker size D40x8.8mm
Speaker sensitivity 124±3dB at 1mW / 1KHz with IEC-318 coupler
Speaker impedance 38Ω±10% at 1KHz
Speaker max input power Maximum:30mW (1.07V) Rated Input Power:10mW (0.62V)
Speaker bandwidth - Music mode HiFi, 20 hz - 20 kHz
Speaker bandwidth - Speak mode Wideband, 150Hz to 6.8kHz
Microphone bandwidth Wideband, 150 Hz to 7kHz
Certifications Regulatory Approvals: CE, FCC, KCC, RCM, UL

Industrial Certifications:Lync, Avaya, Cisco, Alcatel Lucent and Astra
Battery Battery included Yes

Charging time Max 120 mins
AC power supply USB-A or USB-C power supply by PC
Power consumption speaker Maximum: 30mW (1.07V) Rated Input Power: 10mW (0.62V)

Connectivity Connection USB 2.0/3.0, 3.5mm jack, USB-C
Bluetooth No
NFC No
DECT Device No

General What’s in the box Brown box including Evolve 80 headset, Poly bag for Quick Start Guide and WWD, Quick 
Start Guide, Warning leaflet, Warranty leaflet, USB-A or USB-C Controller, Poly bag for 
controller

Packaging dimensions L 21.5 x W 21.5 x H 5.5 cm
Weight mono/duo 0.646kg
Warranty 2 years
Features Passive noise cancellation, Active noise cancellation, Listen in, Busy light, Discrete boom 

arm, USB-A/
USB-C controller, Works with all mobile devices, Made for voice & music

Cord length Control cable: 95cm, HS cable: 120cm
Storage temperature -30 ˚C to + 80 ˚C Storage temperature range: (-20˚C to +35˚C 6 months), (+35˚C to +45˚C 3 

months), (+45˚C to +45˚C 1 month), (+60˚C to +70˚C 1 hour with no degradation), (+70˚C to 
+85˚C max. 1 hour (<20% degradation)

Operating temperature -10 ˚C to + 50 ˚C

Jabra Evolve 80
Engineered to be the best headset for 
concentration in the open office*
• More concentration, greater productivity
• Stay in the zone and avoid interruptions
• Find inspiration in sound
• All-day comfort 
• Works with all leading UC platforms


